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Abstract: The  power management method  of  
electrostatic precipitators (ESP) significantly affect on 
the separation efficiency  of   ash and fine particles from 
smoke gases that through the funnel drainage into the 
atmosphere as a specific product of electric energy 
consumption. In design and realization of a new and 
reconstruction of the old installation, adequate high 
frequency (HF) power management enables significant 
reductions of required surface electrodes, inter-electrode 
space and thus a significant savings. In the paper will be 
shown and explained the main characteristics of 
conventional, low frequency supply (50Hz) of ESP and 
new unconventional HF power, which enable 
significantly better system performance. In addition to 
this in the paper will be presented any information about 
the measurement and exploitation of ESP installation on 
the thermal power plant “Morava”, where they built-in 
two experimental HVHF units 2x70kVA. Since there is a 
possibility that the same sections of the application of 
conventional (50Hz) system, it is possible to make a 
comparison of these two types of power in terms of 
separation efficiency of fly ash, energy efficiency, as well 
as estimates of the necessary geometrical dimensions of 
precipitation and emission electrodes. 
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EKSPLOATACIONA ISPITIVANJA 
VISOKONAPONSKOG 

VISOKOFREKVENTNOG NAPAJANJA 
ELEKTROFILTARSKOG POSTROJENJA   

NA   TE "Morava" 
Sadržaj: Način napajanja i upravljanja elektrostatičkim 
filtrima značajno utiče na efikasnost izdvajanja pepela, 
odnosno finih čestica iz dimnih gasova koji se kroz 

dimnjak odvode u atmosferu kao specifični utrošak 
električne energije. Kod projektovanja i izvođenja novih 
i rekonstrukcije starih instalacija, adekvatno 
visokofrekventno (VF) napajanje i upravljanje 
omogućuje značajno smanjenje potrebne površine 
elektroda i smanjenje među-elektrodnog razmaka, pa 
samim tim i značajne uštede. U okviru rada će biti 
prikazane i obrazložene osnovne karakteristike 
konvencionalnog, niskofrekventnog 50Hz-nog napajanja 
elektrostatičkih filtara i novog nekonvencionalnog  VF 
napajanja koje značajno omogućava bolje performanse 
sistema. Pored principa rada i osnovnih električnih 
svojstava konvencionalnog i visokonaponskog VF 
napajanja, biće date i osnovne razlike u veličini aktivnih 
komponenti, težini, kao i poređenje tehno-ekonomskih 
karakteristika ova dva rešenja. Pored ovoga u radu će 
biti prezentirani podaci o merenjima i eksploatacionim 
ispitivanjima  urađenim na elektrofiltarskom postrojenju 
u TE “Morava”, gde su ugrađene dve eksperimentalne 
VF  jedinice  2x70kVA. Pošto postoji mogućnost da se na 
istim sekcijama primeni konvencionalni 50Hz-ni sistem, 
moguće je izvršiti poređenje ova dva tipa napajanja u 
pogledu efikasnosti izdvajanja pepela, energetske 
efikasnosti kao i procene o potrebnim geometrijskim 
dimenzijama taložnih i emisionih  elektroda.  

Kjučne reči: Elektrostatički izdvajač, energetski 
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