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ABSTRACT:The new technologies for removing pollutants from waste gasses, released by industry 
and thermal power plants (TPP), provide the means for removing COx, NOx, sulfur and fine dust 
particles. These technologies impose very stringent requirements on the power supply. The choice of 
the high-voltage supply can play an important role in the optimization of electrostatic precipitators 
(ESP). Widely discussed, the environmental pollution problems are the outcome of the world wide 
increase in energy consumption and industrial growth. The overall amount of waste gasses has 
increased, including the emission of fine, 1 – 50 μm particles, particularly harmful and being a well 
known health risk. Therefore, both large industrial sites and the power plants require dust cleaning 
equipment and on-line pollution control. Automated control is required for the equipment to operate on 
its own, without the need for a continuous operator intervention. The research goals include the need to 
meet the environmental regulations, keeping at the same time the power losses and the overall energy 
consumption under control, in order to reach the energy efficiency goals. In this article, an overview of 
ESP performance problems are discussed, and the summary of available technologies and solutions are 
outlined. The experimental results were obtained in ESP plant on TPP “Morava”-Svilajnac. At this 
plant was comparing 50Hz and high frequency (HF) power supply systems in real exploitation 
conditions. 
 
SAVREMENI ELEKTROSTATIČKI IZDVAJAČI 
 
Rezime: Nove tehnologije za uklanjanje zagađivača iz otpadnih gasova, koji potiču od strane 
industrijskih postrojenja i termoelektrana, obezbeđuju sredstva za uklanjanje COx, NOx, sumpornih 
jedinjenja i finih čestica prašine. Ove tehnologije pružaju vrlo kvalitetno napajanje bez kojeg ne bi bilo 
moguće ispuniti stroge zahteve u procesu prečišćavanja. Izbor visokonaponskog napajanja može 
odigrati značajnu ulogu u povećanju efikasnosti elektrostatičkih izdvajača (ESI). Rasprave o 
problemima zagađenja životne sredine širom sveta su posledica porasta potrošnje energije i ubrzanog 
industrijskog rasta. Ukupna količina otpadnih gasova se povećava, uključujući i emisiju finih čestica  
prečnika 1 - 50 μm, koje su, kao što je poznato, naročito štetne za zdravlje. Stoga velika industrijska 
postrojenja i termoelektrane zahtevaju savremenu opremu za čišćenje prašine i kontinualnu kontrolu 
zagađenja. Neophodna je automatizovana kontrola opreme, bez potrebe za intervencijom operatera. 
Istraživački ciljevi o ovoj oblasti uključuju potrebu zadovoljenja ekoloških propisa, imajući u isto 
vreme potrebu kontrole gubitaka snage i ukupne potrošnje energije, kako bi se postigli ciljevi 
energetske efikasnosti. U ovom radu su prikazani pregledno problemi koji se odnose na performanse 
savremenih elektrostatičkih izdvajača kao i pregled trenutno raspoloživih tehnologija i rešenja. 
Eksperimentalni rezultati su dobijeni na elektrofiltarskom postrojenju na TE „Morava“– Svilajnac, na 
kojem je u realnim eksploatacionim uslovima izvršeno poređenje klasičnog 50Hz–nog sistema  i 
visokofrekventnog sistema napajanja.  
 
 


