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Zahtevane karakteristike:

radni frekvencijski opseg: od 9 kHz do (minimum) 6 GHz
IF propusni opseg: 40 MHz
detektovanje signala trajanja od 15 psec sa verovatnocom 100%
prag Suma (DANL) (dBm/Hz) tipi¢ne vrednosti,
od 100 kHz do 2 MHz £ -133 dBm
od 2 MHz do 5 MHz £ -148 dBm
od 5 MHz do 1GHz £-163 dBm
od 1 GHz do 1.5GHz £-162 dBm
od 1.5 GHz do 2.5 GHz £-159 dBm
od 2.5 GHz do 3.5 GHz < -156 dBm
od 3.5 GHz do 4.5 GHz < -155 dBm
o 0d4.5GHzdo 6.2 GHz <-151dBm
taénost merene amplitude, tipiéne vrednosti pri temperaturi od -10° do 55%
o 0d9KHz-3GHz +£+1dB
o 0d3GHz-6.2GHz £+1.5dB
mogucnost snimanja /1&Q data signala
moguénost demodulisanja i reprodukcije AM i FM signala
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Sirina propusnog opsega za analizu signala u realnom vremenu (,RTSA bandwidth”):
o podesivo od 1 kHz (ili bolje) do 40 MHz (ili bolje)
analiza signala u realnom vremenu (RTSA - real-time spectrum analysis)
minimalno trajanje signala koji se mozZe se izmeriti: 15us ili bolje
Sirina opsega skeniranja u sweep modu (,frequency span”): 1 kHz do maksimalne frekvencije
maksimalan napon na ulazu uredaja: +40 VDC
odstupanje referentne frekvencije: 20 ppm (ili bolje ) u temperaturnom opsegu od -10°C do
+55°C
odstupanje referentne frekvencije prilikom starenja uredaja: +1 x 107-6/godidnje ili manje
ojacana $asija — kuéiste instrumenta prilagodeno za rad na terenu — ,Ruggded Case”
USB 3.0 kabl za povezivanje sa locking opcijom

Rok isporuke: 120 dana

Preporuceni proizvod: Tektronix RSA306B ili odgovarajui
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2 PORTABILNI VNA (VEKTORSKI MREZNI ANALIZATOR)

Zahtevane karakteristike:

e Type: 2-port T/R (transmission/reflection) VNA which can measure the S parameters S11 and
S21 of a two port network, or the reflection coefficient (S11) of a one port network

e Frequency range: 50kHz — 6GHz

e Dynamic range: < 100dB

e Measured test parameters: S11, S21, S22, S12

e Connector type: 2 x SMA Female

e Impedance: 50Q

e Configurable IFBW parameter

e SOLT calibration capability

e TDR (Time Domain Reflectometry)

e Display size 4“ with touchscreen capability

e PCapplication for external control and data readout

e APl forintegration with custom software

e Integrated battery which can be charged through USB port

Rok isporuke: 120 dana

Preporuceni proizvod: NanoRFE VNA6000-A (NanoVNA) ili odgovarajudi
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3 SET ZA KALIBRACJU VNA

Zahtevane karakteristike:

e Frequency Range: > 6GHz
e Calibration Method: SOLT (Short, Open, Load, Through)
e Accuracy:
o Short —Return Loss < 0.3dB
o Open - Return Loss < 0.3dB
o Load-Return Loss >25dB
o Through — Insertion Loss < 0.3dB
e Impedance: 50Q
e Connector Type: SMA Male

Rok isporuke: 120 dana

Preporuceni proizvod: Pico Technology TA344 - Standard 8.5 GHz SOLT calibration kit (SMA male)
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4 PROTOCNI MERAC RF SNAGE

Zahtevane karakteristike:

e Type: Inline RF Wattmeter

e Frequency range: 3MHz — 500MHz

e Power range: 200W

e Measurement type: Forward/reflected power, PEP/AVG
e Power supply: 12VDC

Rok isporuke: 120 dana

Preporuceni proizvod: MJF MFJ-874 - WATTMETER, 1.8-525 MHz, 200 W ili odgovarajuéi
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5 PORTABILNI MERAC IMPEDANSE ANTENE

Zahtevane karakteristike:

e Frequency range: 500kHz — 230MHz and 415MHz — 470MHz
e Impedance range: 10Q —600Q

e Measurement type: SWR, Impedance

e Battery operated (integrated battery charger)

e Power supply: 13.8VDC

Rok isporuke: 120 dana

Preporuceni proizvod: MJF MFJ-269D - HF/VHF/220MHz/UHF, .100-230, 415-470MHz, SWR
ANALYZER ili odgovarajudi
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Haszuse nonyhaua:

Aopeca nonyhaua:

Mamuunu 6poj nonyhaua:

lopecku  uoenmugpuxayuonu 6poj nonyhaua
(I1HB):

Hwe ocobe 3a konmaxm:

Enexmponcka aopeca nonyhaua (e-mail):

Teneghon:

Teneghaxc:
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bpoj pauyna nonyhaua u nazus 6anxe:

Jluye osrawheno 3a nomnucusarse y2o6opa

Vkynua yena y ounapuma 6e3 I1J{B-a, ounapa
I1JIB

ounapa
Vkynua yena y ounapuma ca I1J]B-om, ounapa

Pox nnaharwa

Avans 100%

Pok saoicerva nonyoe

0ama 00 0ana omeapara noHyoa

Rok isporuke

dan od dana zakljucenja ugovora

Garantni rok

godine od dana prijema




Red. br.

Tehnicki opis artikla

Kolicina

Jedini¢na cena

Ukupna cena

Portabilni spektralni analizator

Portabilni vektorski mreZni analizator (VNA)

Set za kalibraciju VNA

Proto¢ni merac RF snage

Portabilni mera¢ impedanse antene

e I

Cenom su obuhvaceni svi zavisni troskovi

Ukupno bez PDV-a

PDV
Ukupno sa PDV-om




